General Hardware (please see full hardware list included in item box)
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the use of electric tools must be
made with vigilance.

I'utilisation d’outils électriques doit étre
faite avec vigilance .

two people are required to
assemble and move this model.

' " . deux personnes sont requises r)our
assembler et déplacer ce modéle.
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2 screws I 1o secure
U-Bracket [}

2 screws A 1o secure
U-Bracket [




Step-by-Step Assembly

of

Step 1:

Step 2:

Step 3:

Step 4:

Step 5:

Step 6:

Step 7:

Step 8:

Desk Shell

Screw gliders [f] into center hole of U-brackets, [[[] and set brackets into the predrilled holes at
the bottom of both side legs. @) Use 16mm screws [[§ to affix brackets to legs.€))

Install all camscrews ] and dowel pegs [l into predrilled holes in both Desk side legs. @)

With the help of a second person, join side legs to the modesty panel by aligning cam screws
and pegs to their corresponding holes. Install cams [} and lock them (see Fig. 1)

Install cam screws [[] and dowel pegs [l under the desktop. ()

Again, with the help of a second person, carefully align the desk top screws and pegs with the
predrilled holes along the side legs and modesty panel. @ @) As you lower the desktop to set
it on the base, keep checking that all pegs and screws are lining up with the holes. You risk
breaking the cam screws if you neglect to align every connection.

Install and lock cams along side legs and modesty panel. 00

Install optional L-brackets [ under the desk with screws;[[d 2 on each leg, and 2 along the
modesty panel. There are no predrilled holes for the L-brackets, so you should eyeball the
placement of the brackets, evenly placing them within each panel. Please note that if are
installing a pedestal drawer unit to your desk, then skip installation of brackets
on that side.

Cover visible cams and other predrilled holes with hole covers. Place cable hole cover i} in
predrilled slot on desk top



Fig. 1: Installing Cams

First, use a screwdriver fo install
the cam screw o its correponding
wingnut already in the wood panel.
Make sure to completely tighten
the screw so that the wignut
expands inside  the  wood.

Last, place the cam in the
corresponding slot, it's arrow facing
3 the cam screw.

.I Use a screwdriver to turn and lock
and secure the cam.

Then connect screw with the
corresponding slot
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holes to mount left-side
pedestal drawer unit

holes fo mount right-side
pedestal drawer unit



MERIT OFFICE SOLUTIONS

GENERAL ASSEMBLY GUIDE FOR
STUDY, SUMMIT & FLOW SERIES

Place all wooden parts on a soft, clean and smooth surface such as a
rug or carpet.

Check manufacturer’s parts guide included in each item box to verify
that you have dll parts and hardware

Remove all wrapping materials, including staples & packing straps
before you start to assemble.

BUiId "he dESk righi‘-side-up LBracket ploced under

the desk top to secure

to avoid scratching the desk. ok ok

DESK TOP

L-Bracket placed under
the desk top to secure
desk top and side leg

Keep all hardware parts out
of reach of children.

L:Brackefs placed under the
desk top o secure desk fop
and modesty panel

MODESTY PANEL

Important:

If you will be installing a drawer pedestal and/or a desk return
unit/bridge, please decide which side you will be installing those

components before you begin assembly.

Using a power drill for installing cam screws can cause cross thread-
ing and damage cam screw fittings. Use power drill at a low torque

setting and use with caution.



