Sit/Stand Riser
Assembly Guide




General Hardware (please see full hardware list included in item box)
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two people are required to
assemble and move this model. A screwdriver will help

' " ' deux personnes sont requises Four
assembler et déplacer ce modéle.
- ENGE)

Assemble on a smooth,
clean, and soft surface
such as a rug.

Riser o
Components

Monitor Bracket 1
/

Riser Column 2

Tabletop 3
Electronic Control Panel 4

Table & Tray Bracket™ 5

Keyboard / Mouse Tray €9
8 Weighted Base

7 Cover Plate for Electronics <>

DIAGRAM 1

Connector for Power Cable

Power Adaptor

Connector for Column Cable Connector for Control Panel

Controller



( W j 1. Before sliding the Riser Column 2 through slot in the weighted
| o v\;&«ﬂj base 8 thread the cable attached to the column through the

round hole along the side of the column cavity. Once threaded,
| slide the Riser Column into the base, taking care not to pinch the
/ Plate goes

under the attached cable as you set the base of the column into the cavity.
base

2. Loosely screw in the Column with[[X. Leave a gap on the right

R because you will later slide the cover plate underneath the lip of

e the column’s base
/7

* J 3. In the electronics cavity underneath the base you will see

power adaptor, controller and cables that are either secured with double-sided tape or they will
have to adhered to the pre-applied tape. Before placing, make sure that the Cover Plate 7 fits

properly on top and can be screwed down. DO NOT screw in cover plate yet.

4. Check cable routing (See diagram 1). Thread the cord leading from the Riser Column 8

through the two round holes leading to the electronics cavity, and plug it into the controller Q..

Make sure that the Control Panel cord & is threading through the two round holes in the base,

and out the cord slot on left* (see diag above.) Make sure that it is plugged into the controller @ .

4. Use the Cord Grommet Bl in the exit slot to secure the Control Panel Cable. It may be difficult

to get the grommet into the exit slot (see picture below).

A trick you can use to set the grommet is to place the
tip of a screwdriver into the grommet that is lined up
with the slot. Tap the top of the handle gently to push
the grommet down into the slot. Do not use a tool to

pinch the grommet.

5. Place the Control Panel Cord in the Grommet and

clip the Grommet together.



6. Check that the power cable is properly connected to the adapter 1Q and then slide the

Cover Plate under the column base’s lip. Screw down the cover plate with [l ond then fully

tighten the the Column 2 . Now you can stand the base up.

This should
. / already be

connected

with ﬂ
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6. Thread the Tray Bracket B from the top of the Riser Column

8 until it rests on the column notch and line up the bracket

with the holes in the notch. Screw in to secure with “

7. Slide out the bottom of the bracket that will attach to the

keyboard tray @. Line up the predrilled holes in the tray with

the holes in the bracket and screw in the tray from the bottom

with ﬂ )

You may find it easier to plug in the riser and use the control

panel to raise the tray higher. That way you will have more

room underneath the keyboard tray.

8. Thread the Tabletop 3 through the column and screw it to

the bracket with [l .

9. Screw in the Control Panel 3 to
the predrilled holes underneath the
Tabletop 4.

10. Use the Cable Clips [ oute the
Control Panel Cable to the back of

the column.

11. Attach the Monitor Bracket 1 to
the predrilled holes at the top of the
column.

END. You are now ready to install

your monitor and computer
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